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Features: P . /
- Super compact design ‘?:it;%géfgiﬁ°;b$8@
- Driver for built-in use ©%gj@®°§’

- Primary and secaondary sides come with leads

- Protections: apencircuit, shortcircuit, overload, overtemperature

- Simple installation

- SELV class Il output

- IP65 design .
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Parameters:
Model No. Input Max. Output Output Power Efficiency No-load Ambient  Max.casing  Isolation  Dimensions Weight
voltage output current voltage factor full load power temperature temperature LxWxH
ns ENREBE =R wEER @Bk TR FUES FHPE WNREE RAMNTEE RE RY £
(V) (W) (mA) (V) () (%) (W) ta(°C) te(°C) (mm) (g)

MINI260mA/12W  100-240 12 260 15-46 0.95 83 <05 -20..+50 80 SELV 50x48x24 80
MINI300mA/12W  100-240 12 300 13-40 095 83 <05 20..+50 80 SELV 50x48x24 80
MINI350mA/12W  100-240 12 350 11-34 0.95 83 <05 20..+50 80 SELV 50x48x24 80
MINI500mA/12W  100-240 12 500 8-24 0.95 82 <05 20..+50 80 SELV 50x48x24 80
MINI700mA/12W  100-240 12 700 6-17 095 82 <05 -20..+50 80 SELV 50x48x24 80

Constant Current LED Driver




